PODLED /Speciﬁcations

The Nemalux PODLED is a durable and robust fixture with

a projected lifespan of 100,000 hours.

This fixture has many applications including solar, residential
and industrial.

The Nemalux PODLED lets you achieve a variety of different
lighting effects, from surface grazing to direct illumination
of target spaces or objects. For mounting flexibility,

the PODLED comes with an adjustable yoke and adjustable
focusing lens.

KEY FEATURES

* Intense round beam pattern

« Available with 12°- 120° adjustable beam width.

« Adjustable mounting bracket

 Appropriate Thermal Management for longevity.

« Robust construction suitable for outdoor applications

« Operational and environmental benefits of LED technology

 Low Voltage input voltage

TECHNICAL SPECIFICATIONS
HOUSING Aluminum
MOUNTING L Bracket
INPUT VOLTAGE 4-16 VDC
POWER 1.9 Watt @12 VDC
CURRENT 142 mA @12 VDC
CONNECTIONS 6 ft Flying Lead
TEMPERATURE RANGE -40 deg - +85 deg Celsius
CERTIFICATIONS TBD - Extra Low Voltage
INGRESS PROTECTION TBD
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PODLED Specifications
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PHOTOMETRICS

Polar Graph of 50 Degree Beam Width.
Candela Distribution Front View.

' Tel (403) 242 7475 ¢ Fax (403) 243 6190 ¢ sales@nemalux.com e http://www.nemalux.com



PODLED

Specifications

i
" — r P P = o
Regntive e = 5
L e ¢ Black Wirs (-3
I Red Wiee 41
s
POSITIVE
443
b FOWER
N —
—
[} (1 L] 2] L]
PODLED Series Wiring.
Comnect = on FODLED 81 4o + on PODLED &2
Repent for number n Series, cormecting = from the current PODLED
to + on the next PODLED Units must be cormected to o tooa
Current Comtrolled 35Ind supply mexisun waltege outpul deternines
maxiFun nunoer of PODLEDS il—n{ Ean e connec ied b meclen.  Plecss
abserve any electrical reguotions/coes,
Cormnect DO+ to 4+ on PODLED W1
Cornect OC- to - an PODLED B« (x Is the ruskss of the lost POILED
I the string, = 8 5 in the llustratien abaved
LK HELTEAL
AL PUWER
EBlack Wire (=2
L] ul [ 3
PODLED Parallel Wiring.
Connect -
All the Positive (+) mires from the podled to the Positive Line |
the Supply
All the MNegotive (-} wires from the podled to the Negotive Line
the Supply.
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STANDARD ORDER CODES

PODLED

PRODUCT

WATTAGE

COLOR OPTIC FINISH

CW-Cool White

WW-Warm White ALU-

ADJ-

GRN-Green (12-100 Degree) Aluminum
CYN-Cyan CUS-Custom
BLU-Blue color

RB-Royal Blue
DB-Dental Blue***
RED-Red

RO -Red-Orange
AMR-Amber

*** Special Order
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